
 

Model SAW 1000 SAW 1250 

Input Voltage (AC Supply) AC415V AC415V 

Rated Input Power (KVA) 57 75 

Rated Duty Cycle 100% 100% 

Output Current Adjustment (A) 60-1000 60-1250 

Welding Wire Diameter (mm) 3,4,5 3,4,5 

Wire Feeding Speed 0-150 0-150 

Welding Speed 40-250 40-250 

Capacity of Flux Container 10 kg 10 kg 

Capacity of Wire Container 25 kg 25 kg 

Weight (Kg) 170 179 

Dimensions (mm) 405*805*810 405*805*810 

      

Accessories     

Welding Cable Assembly 1 Set 1 Set 

Earthing Cable Assembly 1 Set 1 Set 
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SAW WELDING MACHINE 

✓ Technical Performance 

✓ 1. Adopt the soft switch technology, high efficiency, low power consumption. 

✓ 2. Automatic protection from over current, over temperature, over/under voltage, 

phase lacking. 

✓ 3. Wide adjustment range of welding voltage, small fluctuation of welding current 

and voltage 

✓ 4. Support gouging and MMA 

✓ 5. Digital display of current, voltage, and marching speed 

✓ 6. Small size and light weight 

✓ 7. One machine two functions, high using ratio 
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